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P R O D U C T  B U L L E T I N  
 

Bulletin No: PB200 

Issue Date: 10/08/04 

Product:  
FX-901 Cordless Soldering Iron 

Part No: 
FX-901/P 

Specification: 
Part Number FX-901/P 
Power  
Consumption 

Alkaline batteries (AA) 6V (6W) 
Ni-MH  (AA)  4.8V (5W) 

Battery Type AA x 4  (not included) 
Outer Dimensions 
(w/o cap) 

212(L) x 40(W) x 23(D) mm 
(8.3 x 1.6 x 0.9 inch) 

Weight  
(w/o batteries) 

76 g  (0.17 lb.) 

Standard Tip T11-B 
 
Comments: 
The HAKKO FX-901 is a lightweight, portable battery-operated soldering iron. Powered by 
four AA alkaline or nickel-metal hydride (Ni-MH) batteries, the FX-901 will operate above 
600°F for up to 120 continuous minutes.  
Features: 
ON / OFF switch • Quick-change composite tip (PN: T11-B style) • Maintains soldering 
temperature of 600° F • Separate battery magazine for easy replacement of batteries • 
Long-life battery power: • Alkaline batteries ~70 minutes • Ni-MH batteries ~120 
minutes • Safety cap turns unit off and covers tip 

Accessories: 
Part Number DESCRIPTION 
T11-B Soldering Tip Shape-B (included with iron) 
T11-D4 Soldering Tip Shape-D 
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