
SQUARE
LED TAILS

0.51 [.020]

DATE CODE
INK MARKING

.037

.350
8.90

.098
2.50

.551
14.00

6.50
.256

TAIL LENGTH 'A'
SEE ORDERING CODE

0.94

15.76
.620

2.08 [.082]
MAJOR DIAGONAL
DIAMOND PEG

18.54
.730

.630
16.00

1.061
26.95

30.30
1.193

HOUSING

SHELL

PANEL GASKET

FERRITE BEADS FOR
EMI SUPRESSION

5.50 [.217] DEEP THREADED HOLES,
SEE ORDERING CODE THREAD OPTION

0.46 [.018] x 0.36 [.014]
CONTACT TAILS

.177

.354
9.00

24.00
.945

4.50

18.00
.709

ENVIRONMENTAL PERFORMANCE PER IEC 60529 CODE IP67 FOR SEAL BETWEEN 

P= TAIL LENGTH A=3.81 [.150], 

SINGLE PORT

      M3 x 0.5 THREAD

 X - X

NUMBER OF CONTACTS
8= 8 CONTACTS
A=10 CONTACTS

 

FILTERED RECEPTACLE,
RIGHT ANGLE, PCB TAIL

1

SERIES, RUGGED RJ 

•

6. MINIMUM IMPEDANCE (FERRITE): 38 OHMS AT 25 MHz

5. OPERATING TEMPERATURE: -40C TO +105C

4.

5=GREEN LEFT, GREEN RIGHT
4=YELLOW LEFT, GREEN RIGHT

•

1=GREEN LEFT, YELLOW RIGHT
0=NONE

GASKET - SILICONE RUBBER

LED OPTION

CONTACT RESISTANCE: 30 MILLIOHMS MAXIMUM

•

3. CURRENT RATING: 1.5 AMPERES

LED’S - EPOXY LENS, STEEL TAILS WITH TIN PLATING

INSIDE FACE OF PANEL. 
MATING AREA AND PCB SIDE OF CONNECTOR. GASKET PROVIDES FOR SEAL TO  

INSERTS: BLACK, FRONT INSERT: CLEAR

2.

NOTES:

MATERIAL:1.
ALL MATERIALS ARE RoHS COMPLIANT PER EU DIRECTIVE 2002/95/EC AND 
AMENDMENTS

SHELL - DIECAST ZINC, NICKEL PLATED•
CONTACTS - PHOSPHOR BRONZE WITH 50 MICROINCHES (1.27 MICRONS) GOLD •
OVER 50 MICROINCHES (1.27 MICRONS) MINIMUM NICKEL ON THE MATING AREA 
AND MATTE TIN OVER NICKEL ON THE CONTACT TAILS.
INSERTS - ENGINEERING THERMOPLASTIC, UL FLAMMABILITY RATING 94V-0, REAR 

ORDERING CODE:   M R J - 6 3 X

TAIL LENGTH AND MOUNTING 
HOLE THREAD OPTION
0= TAIL LENGTH A=2.54 [.100], 
     #4-40 UNC THREAD
B= TAIL LENGTH A=3.81 [.150], 
     #4-40 UNC THREAD
M= TAIL LENGTH A=2.54 [.100], 
       M3 x 0.5 THREAD
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RECOMMENDED P.C.B. LAYOUT

0.56
.022

.0791.53
.060

10.00
.394

2 PLCS

2.54

.050
TYP

±.002

.100
.514
13.06

MAX

1.27
.100
TYP

MAX.148

2.54
.035
12 HOLES

0.90
±.002

.100

±0.05

.157
4.00

2.54

2 HOLES

±0.05
3.75

2.00

8.00
.315

(GREEN OR YELLOW)
LEFT LED                                     RIGHT LED

ANODE (+) CATHODE (-)

LEFT LED                                     RIGHT LED (GREEN OR YELLOW)

ANODE (+) CATHODE (-)

14         13                                      12        11

LED SCHEMATIC
8 POSITION

10 POSITION
LED SCHEMATIC

POSITION 

LOCATE HOLES

BASIC
DIMENSIONS ARE 

VIEW
8 POSITION

VIEW
10 POSITION

0.13 [.005] DIA

12        11                                      10         9

0.72
.028

11.43
.450 RECOMMENDED PANEL CUTOUT

3.20

2 HOLES
.126

12.00±0.07

R1.25 MAX

TYP.
.049 MAX

MIN
.645 MIN

±.003

16.38

±0.13
±.005.354

9.00

24.00
±.005
±0.13

±0.07
.177

.945

.472±.0034.50

14.38 MIN
.566 MIN
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