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Product Rev. Ident. Product Dimensions Cable Dimensions

Product Code L+1.75 BI_3 IZI_C oD oE ﬂl_: ﬂ(_B

Name (L£0.070) min min max max min min
$02-01-W2-24-00-100 | N/C | SO201R (3.6628) (01.69705) (02.i6055) (01.69705) (02.16055) (0969305) (00.65200)
$02-02-W2-24-00-100 | N/C | S0202R (3.6628) (02..1%55) (03?'16485) (02.i6055) (ostiigs) (01.64505) (0967350)
$02-03-W2-24-00-100 | N/C | S0203R ((1J.6628) (éf700) (o?é0080) (0{13700) (05.é0080) (02.61855) (01.62550)
S02-04-W2-24-00-100 | N/C | S0204R (3.97"138) (05.29355) (06.'24555) (o§é9355) (06.;555) (0?.13300) (01.68700)
S02-05-W2-24-00-100 | N/C | SO205R (3?7%8) (07.20705) (07.36000) (07.20705) (07.'3680) (o%i3700) (02.f000)

MATERIALS
1. INSULATION SLEEVE: Heat-shrinkable, transparent blue, radiation cross-linked polyvinylidene fluoride.
2. SOLDER PREFORM WITH FLUX AND THERMAL INDICATOR:
SOLDER: TYPE Sn63 per ANSI-J-STD-006.
FLUX: TYPE ROL1 per ANSI-J-STD-004.
THERMAL INDICATOR: Color change: violet to colorless.
3. MELTABLE RING: Environment resistant thermoplastic. Color: blue.
4. GROUND LEAD: Un-insulated Stranded Silver-plated Copper in accordance with Boeing 5M2409 Specification, AWG 24.

APPLICATION
1. These parts will provide a shield termination assembly when installed in accordance to Raychem RCPS-100-70 on cables rated
for at least 125°C, meeting the dimensional criteria listed, having tin or silver plated shields.
Temperature rating: -55°C to +150°C.
3. Parts shall be marked with identification code per table.
For best results, prepare the cable as shown:

N

7.50£0.50 7.50+0.50
(0.295+0.020) (0.295+0.020)
#G MIN
#D MAX & PE MAX

* 3F MIN * #F MIN
“G” is the minimum diameter on which the sleeve will seal.
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