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DRAWING NO.82-816-1000

ITEM NO.82-816-1000

PART NO.82-816-1000 

NOTES: 
 
1.  MATERIALS AND FINISHES: 
     BODY, CLAMP NUTS, WASHER, CONTACT,
     RETAINING RING & COUPLING NUT - BRASS, SILVER PLATING
     GASKET - SILICONE RUBBER, RED
     GASKET - SYNTHETIC RUBBER,RED
     INSULATOR - CROSS-LINKED COPOLYMER OF STYRENE, NATURAL
   
2.  ELECTRICAL:  
     A. IMPEDANCE:  50 OHM 
 
3.  MECHANICAL: 
     A. DURABILITY:  500 CYCLES MIN. 
     B. TEMPERATURE RANGE:  -65�$� C TO +165�$� C 

4.  PACKAGING: 
     A. QUANTITY:  SINGLE PACK 
     B. MARKING:  BAG TO BE MARKED  
        "AMPHENOL RF, 82-816-1000, AND DATE CODE" 
 
5.  RECOMMENDED CABLE ASSEMBLY INSTRUCTIONS:
     A. TRIM CABLE AS SHOWN.
     B. SOLDER CABLE CENTER CONDUCTOR TO CONTACT.
     C. CENTER CONDUCTOR TO BE BENT DOUBLE PRIOR TO SOLDERING CONTACT.
     D. SLIDE CLAMP NUT, GASKET, WASHER & CLAMP NUT OVER THE CABLE.
     E. SLIDE SUB-ASSEMBLY TO THE REAR SIDE OF THE BODY AND TIGHTEN WITH SPANNER.
 
6.  RECOMMENDED CLAMP NUT TORQUE : 35-40 IN-LBS.
 
7.  SHOWS CABLE ENTRY DIMENSIONS.
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