ONCONTROLLED DOCUMENT PART NUMBER REV.
SSI=LXHB600GD—-5%2407

1.50+0.50

! [0.059+0.0201
ELECTRO—OPTICAL CHARACTERISTICS TA=25'C If=20mA

l

1 PARAMETER MIN TYP MAX UNITS TEST COND
] PEAK WAVELENGTH 565 nm
200 [0079] FORWARD VOLTAGE 20 25 Vi
14.30 [0.5631] REVERSE VOLTAGE 39 Vr [-=100uA
AXIAL INTENSITY 19 med [§=20mA
VIEWING ANGLE 100 2x theta
EMITTED COLOR: GREEN
EPOXY LENS FINISH: GREEN DIFFUSED
#5.10 [0.201] —I I——
LIMITS OF SAFE OPERATION AT 25C
PARAMETER MAX LINITS
@—/ \@ PEAK FORWARD CURRENT* 150 mA
WO O STEADY CURRENT 25 mA
M M 27940 [11.000] POWER DISSIPATIGN 105 mi
DERATE FROM 25°C 1.2 mi/°C
OPERATING, STORAGE TEMP. —40T0 +85 ‘C
SOLDERING TEMP. + 260 C
{ 2.0mm FROM HODY 3 SEC. MAX
H H 6.35 [0.2501 * 10,5

1

NGTES:

#7.30 [40.2871 ~N ¢6.10 [40.240]

/ \ 1. SSL-LXH0FT3GD LED, GREEN.
[ 1 . 2. SSH-LXH60O HOLDER, BLACK.
PANEL HOLE: #0.2X0 3. ANODE LEAD: LXP-WST24RDTOC, 24 AWG STRANDRED, TOP OVERCOAT,
PANEL THICKNESS: 0.030" MIN. RED INSULATION, CUT 287mm LONG, STRIP 4mm & 6.35mm,
4. GATHODE LEAD: LXP—WST24BLTOC, 24 AWG STRANDED, TOP QVERCOAT,
BLACK INSULATION, CUT 287mm LONG, STRIF 4mm & 6.35mm.

=
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*UNLESS OTHERWISE SPEGIFIED TOLERANGES PER DEGNAL PRECIION ARE: X=11 (099} XX=105 (£0020), XXX=£025 [£0.010), XXXX=20.127 (+005]. LEAD SZE=20.05 (+0902), LEAD LENGTH=£0.75 (£Q.030). MN= FJECNAL PRECBION yuy - +0DB  ormern

6.70 [0.2641 MIN.

CONAIDENTAL INFDRUATION 290 E. HELEN ROAD
REV. PART NUMBER THE INFORWTION GONTANED IN THS DOGUNENT 1S THE PROPERTY OF BALATINE. IL 60067—6976 B
LUMEX NG, XEEFT AS SPECFKALLY AUTHORZED IN WRTNG BY LINEX FHONE: -1 B47.359.2790
SSI—ILXHBOOGD—32407/ INC,, THE HOLER OF THS DOCUVENT SHALL KEEP ALL INFORWATION . T1.847.559.
CONTANED HEREIN CONFIDENTIAL AND SHALL PROTECT SANE IN WHOLE CR & (US WEB: www.lumex.com
IN FART FROM DBCLISURE ANO DISSENNATIDN O ALL THRD PARTIES. M=% [TW WEB: www.lumex.com.tw

T—5mm LED, PANEL MOUNT INDICATOR, BELABILTY NITE DRAWN BY: | CHECKED Bv: [APPROVED Bv:|DATE: 9.30.05
OUR MANY YEARS OF EXPERENCE DATA ACCUNLLATION INDICATE THAT ° - : . .
965nm GREEN LED, GREEN DIFFUSED LENS, SOLDER HEAT IS A MAIDR GAUSE OF EARLY AND FLITURE FAILURE. PAGE: 1 OF 1

FLAT TOP LED WITH 11” WIRE LEADS. PLEASE. PAY ATTENTION 10 YOUR SCLDERING PROCESS. o SCALE:  N/A




