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Power Distribution & Terminal Blocks

Power Terminal Blocks

Series 11725
Specifications
Description: Screw 
connection line side, (4) 0.250"
quick-connect load side power 
terminal block.

Poles: 2-, 3- or 4-poles.

Wire Range: 2 – 14 AWG
Cu/8 AWG Al.

Ratings:

Volts: — 600Vac/dc

Amps: — Up to 70A

SCCR:— 10kA per UL 508A table SB4.1

Agency Information: CE, UL Guide XCFR2, E62622; 
CSA LR15364.

Torque Rating: 45 lb-in max.

Catalog Numbers
CCaattaalloogg
NNuummbbeerrss PPoolleess
11725-2 2
11725-3 3
11725-4 4

Series 11675
Specifications
Description: Screw
connection line side, (3)
0.250" quick-connect
load side power 
terminal block.

Poles:
2- to 12-poles.

Wire Range:
8 – 14 AWG Cu.

Ratings:

Volts: — 250Vac/dc

Amps: — Up to 40A

SCCR:— 10kA per UL 508A table SB4.1

Agency Information: CE, Guide XCFR2, UL E62622; 
CSA LR15364.

Torque Rating: 9 lb-in max.

Catalog Numbers
CCaattaalloogg CCaattaalloogg
NNuummbbeerrss PPoolleess NNuummbbeerrss PPoolleess
11675-2 2 11675-8 8
11675-3 3 11675-9 9
11675-4 4 11675-10 10
11675-5 5 11675-11 11
11675-6 6 11675-12 12
11675-7 7

Data Sheets: 1117 (Series 160, 162, 165); 1148 (Series 163)

Series 160, 162, 163 
& 165
Specifications
Description: Power 
terminal blocks.

Construction: Molded black
thermoplastic.

Wire Range: See Catalog
Numbers table.

Poles:
Series 160: 2-, 3- or 4-poles

Series 162, 163 and 165: 1-, 2- or 3-poles

Ratings:

Volts: — 600Vac/dc

Amps: — Up to 1520A

SCCR:— 10kA per UL 508A table SB4.1

Agency Information: CE, Guide XCFR2, UL E221592
General Industrial Class per UL 1059; CSA Class 6228-01,
File 53787.

Flammability Rating: UL 94V0.

Catalog Numbers
CCoonnnneeccttoorr

CCaattaalloogg LLiinnee LLooaadd MMaatteerriiaall  && AAggeennccyy
NNuummbbeerrss CCoonnnneeccttiioonn CCoonnnneeccttiioonn  AAmmppaacciittyy IInnffoorrmmaattiioonn
16021* 2/0-#14Cu, 2/0-#8Al (6)#4-#14Cu, #4-#8Al 175A UL/CSA
16023* 350kcmil-#6Cu/Al (6)#4-#14Cu, #4-#12Al 310A UL/CSA
16220 2/0-#14Cu, 2/0-#8Al (4)#4-#14Cu, #4-#8Al 175A UL/CSA
16321 2/0-#14Cu, 2/0-#8Al (6)#4-#14Cu, #4-#8Al 175A UL/CSA
16323 350kcmil-#6Cu/Al (6)#4-#14Cu, #4-#12Al 310A UL/CSA
16325 (2)2/0-#14Cu, 2/0-#8Al (6)#4-#14Cu, #4-#8Al 350A UL/CSA
16330 500kcmil-#6Cu/Al (6)#2-#14Cu, #2-#12Al 380A UL/CSA
16332 350kcmil-#6Cu/Al (3)#2-#14Cu, #2-#8Al 310A UL/CSA

(2)1/0-#14Cu, 1/0-#8Al
16335 500kcmil-#6Cu/Al (3)#2-#14Cu, #2-#8Al 380A UL/CSA

(2)1/0-#14Cu, 1/0-#8Al
16370 350kcmil-#6Cu/Al (12)#4-#14Cu, #4-#12Al 310A UL/CSA
16371 350kcmil-#6Cu/Al (6)#2-#14Cu, #2-#8Al 310A UL/CSA

(3)1/0-#14Cu, 1/0-#8Al
16372 350kcmil-#6Cu/Al (21)#10-#14Cu, #10Al 310A UL/CSA
16373 350kcmil-#6Cu/Al (3)1/0-#14Cu/Al 310A UL/CSA

(14)#10-#14Cu, #10Al
16375 600kcmil-#2Cu/Al (12)#4-#14Cu, #4-#12Al 420A UL/CSA
16376 600kcmil-#2Cu/Al (6)#2-#14Cu, #2-#8Al 420A UL/CSA

(3)1/0-#14Cu, 1/0-#8Al
16377 (2)300kcmil-#4Cu/Al (12)#4-#14Cu, #4-#12Al 570A UL/CSA
16400 (4)500kcmil-#6Cu/Al (22)#2-#14Cu/Al 1520A UL/CSA
16528 (2)600kcmil-#2Cu/Al (4)3/0-#6Cu/Al 840A UL/CSA

(4)#4-#14Cu/Al
16530 (2)500kcmil-#6Cu/Al (12)#4-#14Cu/Al 760A UL/CSA
16541 (1)500kcmil-#6Cu/Al (21)#6-#14Cu/Al 380A UL/CSA
*160 Series Bases have mounting holes outside the barriers. Other bases (162 through 165)
have mounting holes within barriers. See Data Sheet for dimensional drawings.

How To Order
Catalog Number + # of Poles

Example: 16021 – 3 (complete part number)

Optional Covers:
160 Series: CPB160 - (pole)
162 Series: CPB162 - (pole)
163 Series: CPDB- (pole)
165 Series: CPDB165 (1 for each pole)


