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7.3
10.9

PSE-7.3M-01 PSE-7.3M-19

MATERIAL: NYLON 66 
UL94 V-2 (RMS-01) 
COLOR: NATRUAL

11.9

PART NO.

MATERIAL: NYLON 66
UL94 V-0 (RMS-19)
COLOR: NATURAL

PART NO.
"A"

8.0

"L"

PSE-3M-01 PSE-3M-19 3.0 6.9
PSE-4M-01

PSE-8M-19

PSE-4M-19 4.0 7.9
PSE-5M-01 PSE-5M-19 5.0

PSE-8M-01

8.9
PSE-6M-01 PSE-6M-19 6.0 9.9
PSE-7M-01

11.2
PSE-7M-19 7.0

DIMENSIONS TOLERANCE
DIM≤6.0 0.2

6.0＜DIM≤18.0 0.3

18＜DIM≤30 0.4
30＜DIM≤50 0.5
50＜DIM≤80 0.6

80＜DIM≤120 0.8
DIM＞120 TBD

SOLIDWORKS FINAL

RICHCO
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TITLE:
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A.FA DT: CHKD: PART #
RICHCO

(+86) 592-6884500

07.06.12

SEE TABLEWWW.RICHCO-INC.COM

DWN: J.T
CARD SPACER

J.TAPP:

DWG IN
MM

ENGR.
DATE

R
E

V.

CREATED USING

DESCRIPTION

TO SNAP-LOCK IN A DIA. 4.0~4.2MM
HOLE, IN A 0.8~1.6MM THICKNESS PANEL

  "A"  

  "L"  

  6.0  


